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Installation Instructions
Stainless Steel Bar/Server Drop-in, Single, Double and Triple Bowl Drop-in Sinks 

To ensure correct installation and operation, read the following instructions 
and understand their meaning. Please read carefully.
Read all instructions before beginning this procedure. Install the sink in 
adherence to all local codes and regulations. This product should only be 
installed by qualified personal.

Planning

Remove your new sink and the hardware bag from the carton. Remove 
the plastic from the sink. Inspect the sink for any damage that may have 
occurred during shipping. If you notice any damage to the sink DO NOT 
INSTALL. Tools required for installation:

 � Pencil
 � Ruler/tape measure
 � Drill with 1/4” and 1/2” drill bits
 � Saber saw, keyhole saw or router
 � Long shank Phillips screwdriver
 � Plumbers’ putty or caulking compound
 � Adjustable wrenches (2)
 � Pipe wrench

RePlacing an Old Sink

Verify the dimensions of your sink. It is best if both the new sink and old 
sink have the same measurements. If the size of the new sink is larger 
than the old, you may be able to enlarge the cutout hole to fit the new sink. 
See Preparing a New Countertop to enlarge the cutout hole. If the size of 
the new sink is smaller then the old sink, you will need to purchase a 
new countertop.
Remove the old sink:
1. Turn off the water supply.
2. Disconnect the faucet(s) and drain fittings.
3. Check underside of the sink (inside cabinet) for sink fasteners (these 

secure the sink to the countertop). Loosen all fasteners.
4. Lift the old sink from the cutout hole.
Measure for new sink:
5. Measure the cutout dimension. They should be within 1/16” of the 

measurements of your new sink. If the measurements are smaller than the 
dimensions of your new sink see: Preparing a New Countertop to enlarge 
the cutout hole. If the measurements are larger than the dimensions of 
your new sink, do not install the sink.  

6. Place the new sink inside the cutout hole to verify size is correct. If so continue 
to Installing the New Sink. 

PRePaRing a new cOunteRtOP

Installing a sink into a new countertop requires careful planning, 
measuring, and actions. Read and understand all instructions before 
beginning.

Measuring Sink Cutout:
1. Place sink upside down on the countertop in the desired location. The 

front edge of the sink should be parallel and at least 3/4” from the 
countertop edge. 

NOTE: Verify that the sink does not interfere with counter support or 
structure. 

2. Use a ruler or tape measure to measure the distance of the sink from 
the wall. Allow for the splash guard if necessary.

3. Measure the same distance underneath the countertop (inside the 
cabinet). Verify the sink dimensions will not interfere with counter 
support or plumbing before cutting the hole. If the sink will have 
interference, adjust the sink accordingly and check all dimensions 
again.

4. Hold a pencil vertically against the edge of the sink. Carefully trace the 
entire sink onto the countertop. Remove the sink from the countertop. 
See Figure 1.

Figure 1. Marking Countertop.
5. Measure the outline. The outline should be within 1/16” of the sink’s 

dimensions.
6. After confirming the outline is correct, carefully draw a second “cut” 

line 3/8” inside the sink outline. This line must be exact. Measure 
the distance on all four sides before cutting. To verify the sink will 
sit straight, measure the front and back lines with the edge of the 
countertop. See Figure 2.

Figure 2. Drawing the Cut Line.
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Cutting countertop:
1. Drill a 1/4” pilot hole inside the “cut” line. Use a 1/2” drill bit to enlarge 

this hole. This will reduce chipping of countertop. See Figure 3.

Figure 3. Drill, Hole, Sink Outline Line and Cut Line.

NOTE: Place masking tape on the saw guide or bottom of the saber 
saw and countertop to reduce scratching the countertop. 

2. Place the saber saw or keyhole saw inside the pilot hole and saw 
along the “cut” line. Carefully follow the “cut” line being sure to round 
the corners exactly as marked. See Figure 4.

Figure 4. Cutting Along Cut Line. 
3. Remove the countertop cutout and carefully place sink inside the 

cutout hole.
4. Remove the sink from the cutout hole. 

inStalling the new Sink

Install the sink in adherence to all local codes and regulations.

Install faucet(s) and drains:
1. Follow the manufactures’ instructions that have been provided with 

these components. 

Installing the sink into the cutout hole:
1. Apply sealant all the way around the sink cutout. See Figure 5.

NOTE: Some sealants dry quickly; seat sink before the sealant dries. 

Figure 5. Sink and Sealant. 
2. Turn the sink upright and carefully place into the cutout hole. Check 

that the sink is properly seated with no obstructions. Press the sink 
firmly down on all sides. 

Securing the sink to the countertop:
There are two types of sink fasteners: stud mounting and channel mounting.  

Figure Stud Mounting and Channel Mounting.
Stud mounting sinks are supplied with angle brackets and wing nuts. Channel 
mounted sinks are supplied with aluminum lugs, screws, and nylon caps. (The 
screws for the channel mounting are designed for countertops 5/8” to 3/4” thick.)
Stud mounting:
1. Place the angle bracket over the stud and against the sink top and 

countertop.
2. Turn wing nut onto stud. Tighten wing nut hand tight. Do not use a wrench.
Channel mounting:
1. Place the aluminium lug on the channel hook of sink.
2. Place the cap against underside of sink and tighten with screwdriver until 

there is a tight fit between the sink and countertop.

cOnnecting the fittingS:
1. Connect the water supply fittings and drain trap per manufactures’ 

instructions.

clean uP:
1. Wipe any excess sealant that may have spread while securing the sink to 

the countertop.


